






Integrated Digital Tuner (DVB-T)
Meta Brain Pro 
Full HD Panel (1920 x 1080)
Real Colour Algorithm
Intelligent Backlight Control
7 Day Electronic Program Guide
HD Ready (1080p/1080i/720p)
3D Colour Management
Native Scan Capture (1080p 60/50/24Hz)
 
2 x HDMI Terminals
Dolby Digital
SRS WOW
Super Slim Speaker System

57X3000A 46X3000A 42X3000A

REGZA X3000A IDTV Series

52X3000A

REGZA X3000A IDTV SERIES

Unleash the maximum potential of  
your Toshiba REGZA X3000A IDTV 
with 1080p Full HD Resolution 
and superior Dolby Digital Sound. 
The LCD panel holds the exact 

number of pixels (1920 x 1080) to allow pixel-to-pixel 
reproduction of 1080i/1080p HD content. Finer screen 
imagery can also be enjoyed by enrichment of standard 
definition content fitting HD resolution.

37X3000A
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HDMI, the HDMI logo and High-Definition Multimedia Interface are trademarks or registered trademarks of HDMI Licensing LLC. WOW, SRS and  symbol are trademarks of SRS Labs, Inc.
Dolby and the double-D symbol are registered trademarks of Dolby Laboratories. DVB and MHP are registered trademarks of the DVB Project. DVB is a registered trademark of the DVB Project. MHP is a registered trademark of the DVB Project.

www.toshibaav.com.au

www.toshibaav.com.au



The Meta Brain Pro Technology
Smoother moving images bringing your entertainment to life

Today, LCD TV provides the vision for 
enjoying home AV entertainment due 
to its many advantages over other 
display technologies including:

•	high-definition capability to  
future-proof your investment

•	core digital nature enhances  
both sound and picture quality

•	slim form-factor saves space  
and is easily mounted on a wall

•	light weight makes it easy to move  
according to your changing room 
layouts (even with a large screen)

•	low power consumption contributes 
to saving money and the 
environment.

However, not all LCD TVs are the 
same. Driven by perfection, Toshiba 
has achieved an even greater sense of 
reality by focusing an enormous level of 
research and development on each of 
the five core aspects of picture quality:

REAL 
CLEAN
CLEAR
SMOOTH
ORIGINAL 

The result in 2005 was the Meta Brain 
engine providing significantly better 
picture quality across all five core 
aspects, to give Toshiba customers a 
superior entertainment experience.

With further development in motion 
adaptive technologies, Toshiba then 
launched the Meta Brain Pro engine.
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The brightness of the 
backlight is automatically 
adjusted according to the 
histogram analysis of the 
brightness and location of 
dark portions in each frame. 
This technology does not 
increase the panel contrast 
(the potential brightest and 
darkest in one frame) but 
increases dynamic contrast 
(the potential brightest and 
darkest between frames 
across time).

Many manufacturers offer 
similar technologies, however 
the Toshiba difference lies in 
the parameter setting. Based 
on thorough studies, Toshiba 
REGZA ‘optimises’ the 
parameter setting to strike 
the perfect balance among 
different picture scenes.

Intelligent Backlight Control

Without
Intelligent Backlight Control

With
Intelligent Backlight Control



Intelligent Digital Noise 
Reduction minimises visual 
‘noise’, cross colours, flickers, 
MPEG noise and chroma bug 
to ensure clean crisp images.

CLEAN 

Conventional WITH Intelligent Digital
Noise Reduction

Intelligent Motion Adaptive 
De-Interlacing adjusts scan 
lines pixel by pixel to reproduce 
smooth contours in moving  
and static pages.

SMOOTH 

Conventional WITH Intelligent MADi

Optimal Luma Enhancement 
technology carefully monitors 
and controls luma transitions, 
resulting in an astonishingly  
clear and natural overall picture.

CLEAR 

WITH Optical Luma
Enhancement

Real Digital Picture digitises  
the whole signal process to 
avoid quality loss during  
analogue-to-digital conversion. 
As a result, the original digital 
source picture is faithfully 
reproduced.

ORIGINAL 

WITH Real Digital
Picture

Active Picture Enhancement 
analyses incoming signals 
pixel by pixel and adjusts the 
colour, contrast and brightness 
accordingly to achieve a  
3D-like effect.

REAL 

Conventional WITH Active Picture
Enhancement

Conventional

Conventional

The Meta Brain Pro Technology in REGZA perfectly 
answers the five core visual aspects of display goals:
Real, Clean, Clear, Smooth and Original.
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Expressing: The Skin Tones
With a wider range of gradations, skin colour 
tones are portrayed in their most natural form. 
Darker tones are cleaned up while the lighter 
tones are smoothened.
 
Expressing: The Gradation
Multi-colour gradation, such as sunset/sunrise 
skies, is vulnerable to unnatural layers of tones. 
REGZA processing ensures realism in these 
emotive shots with evenly smooth and natural 
colour gradation.
 
Expressing: The Whites
Scenes with a vast amount of natural white,  
like snowy scenes, tend to flare and burn.  
REGZA adds a polarising contrast causing the 
details within the whites to be seen. In addition, 
the Intelligent Backlight Control function 
brightens scenes so that a cleaner white  
is produced.
 
Expressing: The Blacks
REGZA brings out the “hidden” details in black, 
thus deciphering the contrast within the black 
ranges to bring out the most precise details. 
With the Intelligent Backlight Control function, 
a darker black is achieved in dark scenes.

Real Colour Algorithm 

• HDMI 1080p 60/50/24Hz (AV Format Only)
• Best quality image engine

For 1080p/24Hz mastered contents, especially movie 
contents, X3000A Series with Native Scan Capture 
receives true original scan images and then presents 
it with the “BEST” image quality engine.

1080p
Native

1080p
Native

Native Scan Capture
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High Resolution

Exact Scan Mode
The Exact Scan Mode maximises the performance of Full HD panels by 
displaying the full HD image of 1920 x1080 in REGZA Full HD models.
 

When a HD video signal (1080i/1080p) is input into a conventional WXGA  
LCD panel (1366 x 768), the signal undergoes a scaling process, which does  
not output the true quality of the HD 1080i/1080p signal. Consequently,  
there will only be 92% of the original picture displayed on screen after scaling. 
 

When a HD video signal (1080i/1080p) is input into a Full HD LCD panel 
(1920 x 1080), the Exact Scan Mode creates uncompromising pixel-to-pixel 
reproduction. Consequently, a true-to-original 1080i/1080p input signal quality 
is achieved.

Input Signal 1080i/1080p Full HD Panel WITHOUT Exact Scan Mode

Input Signal 1080i/1080p Full HD Panel WITH Exact Scan Mode

92%
Scaling
Process

True
Quality

of 1080p

WXGA Panel (Scaling of 92%)
1,049,088 pixel

Full HD Panel (with Exact Scan Mode)
2,073,600 pixel

H: 1366 H: 1920

V
: 
7

6
8

V
: 
1

0
8

0

Toshiba REGZA Full HD LCD TV seizes the maximum 
potential of the HD resolution. The LCD panel 
holds the exact number of pixels (1920 x 1080) to 
allow pixel-to-pixel reproduction of 1080i/1080p HD 
content. Standard definition content can also be 
enriched to fit the HD resolution, resulting in finer 
images on screen.
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The new Super Slim Speaker System in the X3000A 
Series, is developed in conjunction with Hi-Fi 
specialist - ONKYO. The Super Slim Speakers 
generate sound from the front and rear of the TV. 
The sound from the front creates a stereo fielding 
while the rear creates a surround fielding. The sound 
emitted from the rear creates a surround fielding 
which cultivates a natural surround environment 
for the user.

Enhanced Entertainment
Heighten your home cinema experience with a Toshiba LCD TV

The unique Jet Slit System in the C3000A Series 
utilises a thin-slit design through which the sound 
passes for a clearer and enhanced dynamic range  
for a powerful sense of immediacy.

Innovative Sound 

The REGZA 3D Colour Management System 
across the X3000A and C3000A series allows you to 
separately adjust the hue, saturation and brightness
of the 6-base colours: Red, Green, Blue, Yellow, 
Magenta and Cyan, to open up millions
of colour combinations according to your own
personal preferences.

Enjoy true home theatre experience with the built-in SRS 
WOW sound system in both the X3000A and C3000A 
LCD TV Series. SRS WOW is a combination of three 
unique sound field enhancements. SRS 3D creates a 
wider sound field. SRS TruBass boosts bass frequency 
perception for more dramatic low frequency effects. 
SRS FOCUS enhances the precise localisation and clarity 
of sound based on the standard speaker system.

Perfect Colour

Saturation Hue

Brightness
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Jet Slit Speakers Conventional
Speakers

The Sound 
gets more 
powerful and 
also spreads 
wider

Front Rear

Super Slim SpeakerConventional Speaker

Acoustic Sound 

SRS Wow
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MAIN TV MODEL 47WL68E/A/T/R 42WL68E/A/T/R 37WL68E/A/T/R 32WL68E/A/T/R MODEL 42C3000A 37C3000A 32C3000A
Screen Type 47 42 37 32 Screen Type 42 37 32

Aspect Ratio 16:9 16:9 16:9 16:9 Aspect Ratio 16:9 16:9 16:9

Dynamic Contrast Ratio 4000:1 5000:1 8000:1

Panel Contrast Ratio 1200:1 1500:1 2000:1

Brightness 500 cd/m2 500 cd/m2 500 cd/m2 500 cd/m2 Brightness 500 cd/m2 500 cd/m2 500 cd/m2

Resolution 1920X1080 1366X768 1366X768 1366X768 Resolution 1366 x 768 1366 x 768 1366 x 768

Viewing Angle (Degrees) 176 178 178 178 Viewing Angle (Degrees) 178 178 178

Panel Response Speed (ms) 6.5 6 6 6 Panel Response Speed (ms) 6.5 8 8

SIGNALS SIGNALS

Receiving System PAL I, BG, DK, SECAM BG, DK, NTSC M, B/G 4.43

Colour System PAL/SECAM/NTSC 3.58
Video Signal 480i / 480p (60Hz), 576i / 576p (50Hz), 1080i (50/60Hz), 720p (50/60Hz), 1080p

RGB Signal *
      VGA: 640 x 480 / 60Hz
      SVGA: 800 x 600 / 60Hz
      XGA: 1024 x 768 / 60Hz
      WXGA: 1024 x 768 / 60Hz
      S-XGA: 1024 x 768 / 60Hz

•
•
•
•
•

•
•
•
•

• Compressed

VISUAL VISUAL
Intelligent Backlight Control • Major Technology Meta Brain Pro

Colour Management 6 Base Colours Colour Management 3D

Comb Filter 3D Y/C (PAL & NTSC) Comb Filter 3D Y/C (PAL & NTSC)

AUDIO AUDIO
Sound System SRS WOW Sound System SRS WOW

Stereo System Nicam B/G, I, D/K, & German Stereo B/G, D/K Stereo System Nicam B/G, I, D/K, & German Stereo B/G, D/K

Speakers System Jet Slit Speaker System Jet Slit

Speakers Main (6 x 12cm) x 4 + Tweeter (3.3 x 3.3cm) x 2 Main (6 x 12cm) x 2 + Tweeter (3.3 x 3.3cm) x 2 Speakers Main (6 x 12cm) x 2

Audio Output (10% RMS) 10W x 2 Audio Output (10% RMS) 10W x 2

CONNECTION CONNECTION
Antenna Input 1 Antenna Input 1 (Digital & Analogue)

EXT 1 Input: S-Video + Composite Video + RCA Audio EXT 1 Input: Component Video + Composite Video + RCA Audio

EXT 2 Input: S-Video + Composite Video + RCA Audio EXT 2 Input: S-Video + Composite Video + RCA Audio

EXT 3 (Side) Input: S-Video + Composite Video + RCA Audio EXT 3 Input: HDMI + RCA Audio common use with PC input)

EXT 4 Input: HDMI

PC Input D-Sub 15-Pin + Mini Jack Audio PC Input D-Sub 15-Pin + RCA Audio (Audio Common Use with HDMI)

Monitor Output Composite Video + RCA Audio Digital TV Output Composite Video + RCA Audio

Digital audio Output Optical (Dolby Digital/PCM) + Coaxial (Dolby Digital/PCM)

Headphone 3.5mm Mini Jack Headphone 3.5mm Mini Jack

FEATURES FEATURES
Teletext •

OSD English / French / Persian / Russian / Simplified Chinese / Malay / Vietnamese / Thai / Arabic

Hotel Mode** •
Swivel Stand 150 Left & 150 Right 
GENERAL GENERAL
Automatic Voltage Regulator E: 220–240V 50/60Hz, AR: 220-240V 50Hz, T: 110-240V 50/60Hz Automatic Voltage Regulator 220-240V 50Hz

Power Consumption (W) 295 265 192 157 Power Consumption (W) 265 190 175

Standby Power Consumption (W) < 1 < 1 < 1

Dimension (WxHxD) mm without Stand 1132 x 740 x 118 1042 x 707 x 123 916 x 624 x 123 794 x 547 x 117 Dimension (WxHxD) mm without Stand 1027 x 673 x 122 920 x 613 x 122 800 x 545 x 116

Dimension (WxHxD) mm with Stand 1132 x 795 x 352 1042 x 762 x 352 916 x 676 x 298 794 x 599 x 298 Dimension (WxHxD) mm with Stand 1027 x 724 x 335 920 x 661 x 285 800 x 592 x 285

Weight (Net) kg without Stand 36.9 31.5 21.6 17.8 Weight (Net) kg without Stand 25.8 18.3 14

Weight (Net) kg with Stand 40.9 35.5 24.4 20.2 Weight (Net) kg with Stand 28.2 21 16.5

OPTIONAL ACCESSORIES OPTIONAL ACCESSORIES
Wall Mount Bracket WAPL10C WAL11C Wall Mount Bracket WA L11C/WAL12S

* These signal formats are converted to match the number of pixels of the panel. Small text may not be displayed properly.
** Hotel Mode is designed for use in hotels only.
*** Subject to the availability of service from broadcasters.

Specifications

^The HDMI input is designed for best performance with 1080i (50/60hz), 1080p (50/60hz) high performance  
video signal, but will accept and display 480i, 480p, 576i, 576p, 720p (50/60hz) and vga signals.          

Design and specifications are subject to change without prior notice.

Receiving System

Digital

Analogue

Colour System

Video Signal

RGB Signal *

      VGA: 640 x 480 (60/75Hz)

      SVGA: 800 x 600 (60/75Hz)      

      XGA: 1024 x 768 (60/70/75Hz)      

      W-XGA: 1280 x 768 (50/75Hz)

      W-XGA: 1360 x 768 (60Hz)

      S-XGA: 1280 x 1024 (60/75Hz)

DVB-T

PAL I; BG, SECAM; BG, DK, NTSC M; B/G 4.43

PAL, SECAM, NTSC 3.58 / 4.43
480i / 480p (60Hz), 576i / 576p (50Hz), 1080i (50/60Hz), 720p (50/60Hz),1080p (50/60Hz) through HDMI^

•

•

•

•

•

• Compressed

Teletext •

Electronic Program Guide 7-Day***

On Screen Display

Digital English

Analogue English / French / Persian / Russian / Simplified Chinese / Malay / Vietnamese / Thai / Arabic

Hotel Mode** •

Swivel Stand                                                                                                                           15° Left & 15° Right   
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* These signal formats are converted to match the number of pixels of the panel. Small text may not be displayed properly.
** Hotel Mode is designed for use in hotels only.
*** Subject to the availability of service from broadcasters.

  MODEL 57X3000A   52X3000A 46X3000A 42X3000A 37X3000A
Screen Type 57 52 46 42 37

Aspect Ratio 16:9 16:9 16:9 16:9 16:9

Dynamic Contrast Ratio 6700:1 10000:1 10000:1 7500:1 4000:1

Panel Contrast Ratio 2000:1 2000:1 2000:1 1500:1 800:1

Brightness 500 cd/m2 500 cd/m2 500 cd/m2 500 cd/m2 500 cd/m2

Resolution 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080 1920 x 1080

Viewing Angle (Degrees) 178 178 178 176 178

Panel Response Speed (ms) 8 8 8 6.5 8

SIGNALS

Receiving System

Digital DVB-T

Analogue PAL I, BG, DK, SECAM BG, DK, NTSC M, B/G 4.43

Colour System PAL, SECAM, NTSC 3.58 / 4.43

Video Signal 480i / 480p (60Hz), 576i / 576p (50Hz), 720p (50/60Hz), 1080i (50/60Hz), 1080p (24/50/60Hz) through HDMI

RGB Signal *

      VGA: 640 x 480 (60/75Hz)

      SVGA: 800 x 600 (60/75Hz)      

      XGA: 1024 x 768 (60/70/75Hz)      

      W-XGA: 1280 x 768 (60/75Hz)

      W-XGA: 1360 x 768 (60Hz)

      S-XGA: 1280 x 1024 (60/75Hz)

     

           

          

    

    

    

VISUAL
Major Technology Meta Brain Pro
Colour Management 3D

Comb Filter 3D Y/C (PAL & NTSC)

Intelligent Backlight Control •

Native Scan Capture 1080p (24/50/60Hz)

Exact Scan Mode •

AUDIO

Sound System SRS WOW

Stereo System Nicam B/G, I, D/K, & German Stereo B/G, D/K

Speaker System Super Slim Speakers

Speakers Main (10 x 10cm) x 2

Audio Output (10% RMS) 10W x 2

CONNECTION

Antenna Input 1 (Digital & Analogue)

EXT 1 Input: Component Video + Composite Video + RCA Audio

EXT 2 Input: S-Video + Composite Video + RCA Audio

EXT 3 Input: HDMI + RCA (Audio Common Use with PC Input)

EXT 4 Input: HDMI

PC Input D-Sub 15-Pin + RCA Audio (Audio Common Use with HDMI)

Digital TV Output Composite Video + RCA Audio

Digital Audio Output Optical (Dolby Digital/PCM) + Coaxial (Dolby Digital/PCM)

Headphone 3.5mm Mini Jack

FEATURES

Teletext •

Electronic Program Guide 7-Day***

On Screen Display

Digital English

Analogue English / French / Persian / Russian / Simplified Chinese / Malay / Vietnamese / Thai / Arabic

Hotel Mode** •

Swivel Stand   

GENERAL

Automatic Voltage Regulator 220-240V 50Hz

Power Consumption (W) 478 344 304 269 188

Standby Power Consumption (W) < 1 < 1 < 1 < 1 < 1
  Dimension (WxHxD) mm without Stand 1365 x 841 x 129 1280 x 792 x 129 1132 x 710 x 129 1020 x 646 x 126 916 x 585 x 126
  Dimension (WxHxD) mm with Stand 1365 x 896 x 390 1280 x 847 x 390 1132 x 763 x 352 1020 x 699 x 352 916 x 637 x 298
  Weight (Net) kg without Stand 52.6 39.4 31.7 26.6 20.6
  Weight (Net) kg with Stand 58 44.7 35.1 30 22.8
  OPTIONAL ACCESSORIES

  Wall Mount Bracket WAPL10C/WAL12S

Fixed Stand 15° Left & 15° Right

•

•

•

•

•

•

Design and specifications are subject to change without prior notice.

WAL11C/WAL12SWAL12S



Visit www.toshibaav.com.au or call 13 30 70
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